




Twicebright has all of our products tested by independent officially approved and

accredited institutions. All of our fixtures meet ANSI/UL1598 and CSA C22.2 No.250.0-08

standards for lighting. We do not refer to the declarations of conformity, but issued 

certificates from ETL and others. All our certificates can be downloaded from:

www.twicebright.com

 

 

Quality standards for our products

DANISH
TECHNOLOGICAL
INSTITUTE

ETL listed for Canada & the United States.
(ANSI/UL1598 and CSA C22.2 No.250.0-08)

“IC” designated fixtures, can be installed 
directly into insulation material.

All our fixtures are Air Tight certified to 
ASTM E283.

All our fixtures are qualified for use in 
damp locations. 

   

Labelling and certification
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The code says it all
How to read and interpret our product codes 

  CL 1220TLF BS

We use SL & CL to identify our downlights 
Voltage designation (12V or 120V)
Wattage, either 20,  25 or 50  
TI  for Tilt,  TL for Twist Lock, F for Square
The last two letters indicate the finish. WH for White 
CH for Chrome, BS for Brushed steel, BR for Brass

 
 



CL 1220TIF (Tilt 35°, Square)      UPC No.

CL 1220TIF WH 628700000610
 CL 1220TIF CH 628700000627
 CL 1220TIF BS 628700000634
 CL 1220TIF BR 628700000641

CL 1220TI (Tilt 35° )               UPC No.

CL 1220TI WH 628700000573
 CL 1220TI CH 628700000580
 CL 1220TI BS 628700000597

CL 1220TI BR 628700000603
 

CL 1220TL (Twist Lock,  square) UPC No.

CL 1220TLF WH 628700000535
 CL 1220TLF CH 628700000542
 CL 1220TLF BS 628700000559
 CL 1220TLF BR 628700000566
 

CL 1220TL (Twist Lock)  UPC No.

CL 1220TL WH 628700000498

CL 1220TL CH 628700000504
 CL 1220TL BS 628700000511

CL 1220TL BR 628700000528
 

CL 1220   UPC No.

CL 1220 WH  628700000450

CL 1220 CH  628700000467
             CL 1220 BS  628700000474
    CL 1220 BR  628700000481

twicebright 12 volt IC, AIRTIGHT Downlights

Intended for 120V/12V (comes with integral compact electronic transformer) max. 20W

Uses GU5.3 based 12V 20W aluminum re�ector lamps

5 spring connector makes through-wiring possible with up to a 5 wire cable

Can use regular 90° cable

Approved for feed through wiring

(see technical data on page 8)
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SL 12025TIF (Tilt 20°, Square)      UPC No.

SL 12025TIF WH 628700000177
 SL 12025TIF CH 628700000184
 SL 12025TIF BS 628700000191
 SL 12025TIF BR 628700000207
   

SL 12025TI (Tilt 20° )               UPC No.

SL 12025TI WH 628700000139
 SL 12025TI CH 628700000146
 SL 12025TI BS 628700000153
 SL 12025TI BR 628700000160
 

SL 12025TLF UPC No.

SL 12025TLF WH 628700000092
 SL 12025TLF CH 628700000108
 SL 12025TLF BS 628700000115
 SL 12025TLF BR 628700000122
 

SL 12025TL (Twist Lock)  UPC No.

SL 12025TL WH 628700000054

SL 12025TL CH 628700000061
 SL 12025TL BS 628700000078

SL 12025TL BR 628700000085
 

SL 12025   UPC No.

SL 12025 WH  628700000016

SL 12025 CH  628700000023
              SL 12025 BS  628700000030
    SL 12025 BR  628700000047

twicebright 120 volt IC, AIRTIGHT Downlights

Intended for 120V max 25W

Uses GU10 based 120V 25W (or lower) alumninum re�ector lamps

5 spring connector makes through-wiring possible with up to a 5 wire cable

Can use regular 90° cable

(see technical data on page 8)
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   (Twist Lock, Square)



SL 12050TIF (Tilt 20°, Square)      UPC No.

SL 12050TIF WH 628700000375
 SL 12050TIF CH 628700000382
 SL 12050TIF BS 628700000399
 SL 12050TIF BR 628700000405
    

SL 12050TI (Tilt 20°)         UPC No.

SL 12050TI WH 628700000337
 SL 12050TI CH 628700000344
 SL 12050TI BS 628700000351
  SL 12050TI BR 628700000368
  

SL 12050TLF    (Twist Lock, Square) UPC No.

SL 12050TLF WH 628700000290
 SL 12050TLF CH 628700000306
  SL 12050TLF BS 628700000313
 SL 12050TLF BR 628700000320
 

SL 12050TL (Twist Lock)                     UPC No.

SL 12050TL WH 628700000252
 SL 12050TL CH 628700000269
 SL 12050TL BS 628700000276
  SL 12050TL BR 628700000283
  

SL 12050   UPC No.

SL 12050 WH 628700000214
               SL 12050 CH 628700000221
                 SL 12050 BS 628700000238
                SL 12050 BR 628700000245
               

twicebright 120 volt NON-IC, AIRTIGHT Downlights

Intended for 120V max. 50W

Uses GU10 based 120V 50W (or lower) aluminum re�ector lamps

5 spring connector makes through-wiring possible with up to a 5 wire cable

Can use regular 90° cable

(see technical data on page 8)
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The hole is cut into the ceiling with a hole 
saw and the wires are pulled through.

The wires are connected to the installation  
-friendly spring connectors in the lamp.

Place the light source in the twist lock 

21 3
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 How to install our downlights

To best judge and accurately cut the correct hole dimension, we recommend that you begin with a test-cut 
on a piece of wood or plaster similar to the type of ceiling the lamp will be installed.  This is to avoid the risk 
of potential cutting errors, as different materials do not all cut the same.    

Press the butterfly clips against the body
of the fixture and push it through the 
hole.

 

silicone ring will not be used because the lamp
on the model.  With types TL, TLF, TI and TIF, the

5 Mere minutes and work is finished!

To see the installation 
video please go to: 
www.twicebright.com

cylinder is closed.

holder or directly into the lamp depending 

twicebright 120 volt Low Energy, IC, AIRTIGHT Downlight

SL 12011   UPC No.

SL 12011 WH 628700000412
               SL 12011 CH 628700000429
                 SL 12011 BS 628700000436
                SL 12011 BR 628700000443
               

Intended for 120V max 11W

Uses GU10 based CFL bulbs, 120V 11W (or lower) lamps

5 spring connector makes through-wiring possible with up to a 5 wire cable

Can use regular 90° cable

Item is shipped with lamp

(see technical data on page 8)
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twicebright’s 12V models can be installed under the moisture barrier depending on the
ceiling construction.

Continuous 
moisture
barrier

Ceiling insulation

Strapping
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twicebright Recessed Lighting

- can be installed directly into insulation

- has installation-friendly 
   butterfly clips

- can be installed into 
  different types and 
  thicknesses of ceiling
  material due to its 
  adjustable clips

- has wide trimmed fixtures to cover the installation hole

- is the shallowest recessed 
   lighting available
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Technical Data
Note: The fixture height is measured from the lowest 
part of the ceiling. The connection box can be raised or 
lowered with the sliding-arm system.

Height 1
Height 2

120V 25W

SL12025         2 ½” (64mm)    3 ⅜” (85mm)   3 ½” (90mm)       4 ¼” (110mm)
SL12025TL         2 ¾” (70mm)    3 ½” (90mm)      3 ⅜” (85mm)       3 ½” (90mm)
SL12025TLF          2 ¾” (70mm)      3 ⅜” x  3 ⅜” (85mm)    3 ⅜” (85mm)        3 ½” (90mm) 
SL12025TI         3“ (76mm)    3 ½” (90mm)        4“ (102mm)        3 ½” (90mm)
SL12025TIF         3“ (76mm)           3 ⅜” x  3 ⅜” (85mm)      4” (102mm)        3 ½” (90mm)

120V 50W

SL12050         2 ½” (64mm)    3 ⅜” (85mm)  3 ½” (90mm)       4 ¼” (110mm)
SL12050TL         2 ¾” (70mm)    3 ½” (90mm)            3 ⅜” (85mm)        3 ½” (90mm)
SL12050TLF          2 ¾” (70mm)      3 ⅜” x  3 ⅜” (85mm)     3 ⅜” (85mm)       3 ½” (90mm) 
SL12050TI         3“ (76mm)    3 ½” (90mm)           4“ (102mm)         3 ½” (90mm)
SL12050TIF         3“ (76mm)           3 ⅜” x  3 ⅜” (85mm)   4” (102mm)        3 ½” (90mm)

120V 11W

SL12011                    2 ½” (64mm)    3 ⅜” (85mm)        3 ⅜” (85mm)         4 ¼” (108mm)

     

Type    Hole            Trim     Height 1            Height 2 
             Diameter     Diameter   

Technical Data
Note: The fixture height is measured from the finished 
side of the ceiling. The transformer and connection box 
are on a spring arm which lays the box on top of the 
ceiling material.

12V 20W

CL1220         2 ½” (64mm)    3 ⅜” (85mm)  2 ⅛” (55mm)           1“ (25mm)
CL1220TL         2 ¾” (70mm)    3 ½” (90mm)  2 ⅜” (60mm)           1“ (25mm)
CL1220TLF         2 ¾” (70mm)     3 ⅜” x  3 ⅜” (85mm) 2 ⅜” (60mm)           1“ (25mm) 
CL1220TI         3“ (76mm)    3 ½” (90mm)  2 ⅜” (60mm)           1“ (25mm)
CL1220TIF         3“ (76mm)          3 ⅜” x  3 ⅜” (85mm)        2 ⅜” (60mm)           1“ (25mm)

Type    Hole           Trim     Height 1            Height 2
             Diameter     Diameter   

Height 1
Height 2



LEDGU10                                      UPC No.

LEDGU10-4 WW 628700000726
 LEDGU10-4 NW 628700000733
 LEDGU10-4 DW 628700000740

LEDGU53                                UPC No.

LEDGU53-4 WW 628700000696
 LEDGU53-4 NW 628700000702
 LEDGU53-4 DW 628700000719

CFLGU10-11  (Fluorescent) UPC No.

CFLGU10 -11 628700000689
 

 

 

ALUGU53  (Halogen)  UPC No.

ALUGU53-20    628700000658

twicebright Re�ector Lamps

Lamp type is indicated by the �rst three letters (ALU, CFL, LED) 

Base type is either GU10 (line voltage) or GU5.3 (low voltage)

The lamp wattage is indicated at the end of the product number

The LED lamp colour temperature is indicated after the wattage. WW (Warm White),

NW (Nature White) or DW (Daylight White)
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ALUGU10  (Halogen)  UPC No.

ALUGU10-25  628700000665

ALUGU10-50  628700000672
             

GU5.3 Aluminum backed re�ector

38° beam spread 

GU10 Aluminum backed re�ector

38° beam spread 

GU10 compact �uorescent re�ector

Replaces 35-50W halogen lamps

Can be used with SL12011 & SL120XXTI/F �xtures

GU5.3 LED lamp (3 x 1W)

36° beam spread 

For use with all our low voltage �xtures

GU10 LED lamp (3 x 1W)

36° beam spread 

For use with all our line voltage �xtures 

(except SL12011)



ETL listed for Canada & the United States 
(ANSI/UL1598 and CSA C22.2 No.250.0-08)
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186-8120, No. 2 Road, Suite 238 · Richmond, BC · Canada · V7C 5J8 
(778) 297-2121 · (888) 484-7295 · info@twicebright.com · www.twicebright.com 

Twice Bright Lighting Co. Ltd.


