twicebright

SW SERIES - LED Step/Wall Lights

Notes:

Date: Job:

Type:

Quantity:

The SW1202 offers excellent step and walkway lighting in a small, modern form factor. Mounting
into a standard single gang junction box and powered by 120V makes for installation with ease.

IP67

€.

Intertek

Technical Specifications:

Input Voltage
Power Consumption
Lumens

Efficacy (3000K)
IES File (3000K)
Color Temperature
CRI

Dimmable

Lens

Trim

IP Rating

LED Life

Warranty

100-120VAC
2W

43-70Im
35Im/W

o,

3000K, 4000K
90+

Yes
Polycarbonate

Cast aluminum
IP67

60,000 hrs
5 years

Twice Bright Lighting Co. Ltd. - 2238 - 8257 92nd st. - Delta, BC - Canada - VAG 0A4 - (778) 297-2121 - (888) 484-7295 - info @twicebright.com - www.twicebright.com

12



twicebright SW SERIES - LED Step/Wall Lights

Dimensions:

TRIM FIXTURE

3.3

Ordering Code:
[ swie2 -] - - - |
CCT TRIM FINISH
3K - 3000K F- Flat/Window BL- Black
4K - 4000K LH- Louver Horizontal ~ BS - Brushed Steel
LV - Louver Vertical WH - White
S - Scoop
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