twicebright

STL SERIES - Festoon/String Lighting

Notes:

Date: Job:

Type:

The STL Series commercial grade string lighting is great addition to any outdoor or indoor space. LED

asthetic. Durable and weatherproof, the STL Series will create a warm, inviting environment in any

bulbs offer energy savings over traditional incandescent ones, while still maintaining the same visual @TD
c us

hospitality venue..

Technical Specifications:

Operating Voltage
String Lengths
Sockets Per String
Socket Spacing
Socket Type

Wire Gauge

120VAC
50ft / 100ft

24 (50ft) / 48 (100ft)
o4

E26

14/2 AWG
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twicebright

Strings:
Suspended (4ft lead, 2ft socket spacing)

STL SERIES - Festoon/String Lighting

2.2”

24
2.2”

Non-Suspended (4ft lead with plug, 2ft socket spacing)

STL-S-24-50
50 ft.
Suspended

- 120V AC, MAX 600W

- 24 E26 medium base sockets

- 50' lengths can be plugged
together

STL-S-48-100
100 ft.
Suspended

- 120V AC, MAX 1200

- 48 E26 medium base sockets

- 100’ lengths cannot be
plugged together (a 100’
length can be plugged into
a 50’ length)

i

STL-NS-24-50
50 ft.
Non-Suspended

- 120V AC, MAX 600W

- 24 E26 medium base sockets

- 50" lengths can be plugged
together

STL-NS-48-100
100 ft.
Non-Suspended

-120V AC, MAX 1200
- 48 E26 medium base sockets
- 100’ lengths cannot be

plugged together (a 100’
length can be plugged into
a 50’ length).

Bulbs:
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Frosted Clear
TBL-E26-S11-FR TBL-E26-S11-CLR
1.8 120V AC 1W 2800K 120V AC 1W 2800K
S14
i
3.5 i
Frosted Clear Filament
TBL-E26-S14-FR TBL-E26-S14-CLR TBL-E26-S14-FIL-LED
120V AC 1.4W 2700K 120V AC 1.4W 2700K 120V AC 2W 2700K
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