
   Product Specifications:
Housing       Technical  

-  Solid polycarbonate construction.     - 120V input, 3W.

-  Fully sealed unit. Includes gaskets for     - 260 lumens, 3000K or 4000K, 80+ CRI. 

   sealing unit to junction box.     - 50,000 hour rated life.

-  Approved for use in dry, damp and wet locations.  - IP67, Wet Location rated.

-  Installs into a standard round junction box.   - Non-dimmable.

Trim Options       Warranty  

- Flat window, louver.      - Three year warranty against manufacturer defects in

- Finishes available: Black (BL), Brushed Steel (BS),       material or workmanship. Please refer to our Terms of 

   White (WH).           Sale for full warranty terms and conditions.       

            

 

     

   

SW SERIES
LED Step/Wall Lights

    Product Features:

 - 120V, 3W, 260 lumens 

 - Indoor/Outdoor installation, IP67

 - Installs into a standard round junction box 

 - Non-dimmable
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SWR1203-XX-X-XX - 120V LED Step/Wall Light



SW SERIES
LED Step/Wall Lights

Product Dimensions:

Trims:
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Ordering Code:

   SWR1203     

SWR SERIES - Round LED step/

   wall light. 120V 3W

Eg. SWR1203 - 4K - L - BL

CCT
   3K - 3000K  

   4K - 4000K

TRIM
   F - Flat/Window  

   L - Louver 

   

FINISH
   BL - Black 

   BS - Brushed Steel

   WH - White

   Flat/Window     Louver 

2.36”

3.43”4.75”

Trim Housing

SWR1203-XX-X-XX - 120V LED Step/Wall Light
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